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A B S T R A C T
Distributed optical ﬁber sensors provide new opportunities for monitoring the
marine environment. We review the physical foundations of this sensor technology
and discuss how it can be applied to radically augment the networks of subsea sen-
sors that help monitor fundamental marine processes and to complete our under-
standing of local, regional, and global interactions in this environment.
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Introduction
Distributed optical ﬁber sensors(DOFS) form a class of sensors that
provide a continuous reading of
measurands (e.g., temperature, strain)
as a function of distance along the
sensing ﬁber (Hartog, 2017). Although
the technology emerged more than
30 years ago (Hartog, 1983), it con-
tinues to evolve and improve as new
physical principles, optical inter-
rogation methods, and signal process-
ing techniques are applied to it. This
class of sensor has gradually gained
acceptance as a tool in industrial appli-
cations and a research tool, particularly
in environmental science (Kobs et al.,
2014; Striegl & Loheide, 2012; Tyler
et al., 2008).
Techniques for distributed mea-
surements of temperature, static strain,
and vibration (dynamic strain) are now
very well established, and recent work
has allowed very ﬁne spatial resolu-
tion (<5 cm) and extremely long
lengths (>100 km) to be interrogated.
Although there is a trade-off between
performance parameters and the
ﬁnest spatial resolution cannot usually
be achieved over the longest range
systems, addressing more than 1 million
points on a single sensing ﬁber has
been reported (Denisov et al., 2016).
A global push toward faster com-
munication and efﬁcient digital data
transfer is underpinned by a growing
network of more than 420 undersea
optical telecommunications cables that
cover a distance of over 1.1 million km
(Routley, 2017). The opportunity to
use spare capacity on this global net-
work for environmental monitoring
is intriguing. However, this must be
tempered with a few considerations,
namely, (a) the operators may have
no capacity that they can make avail-
able; (b) the risk of cross-talk from
sensor interrogators to communication
channels through nonlinear optical
effects needs to be evaluated; (c) the
optical architecture may not allow
two-way transmission beyond the ﬁrst
optical ampliﬁer and will certainly not
be possible beyond the repeater where
signals are converted to the electrical
domain, reformatted, and retrans-
mitted; and (d) it should be appreciated
that the undersea cable routes are
designed for the efﬁcient transmission
of data, not necessarily high-priority
locations for valuable environmental
monitoring. For example, there is a
very dense coverage across the Atlantic
Ocean from New England to the
United Kingdom, Ireland, France,
and the Iberian Peninsula, with a few
other transocean cables, for example,
Latin America to Africa, as well as
cables following the contours of the
continents. This still leaves vast tracts
of the ocean with no cable whatsoever,
and this situation is far moremarked in
the southern oceans. New cable routes
to interconnect Small Island Develop-
ing States and the proposed deploy-
ment of bespoke scientiﬁc cables
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provide future opportunities that could
help to ﬁll such geographic gaps in
oceanic coverage (Howe et al., 2010).
The application of DOFS technol-
ogy, therefore, offers opportunities for
monitoring long, inaccessible assets in
a cost-effective manner; however, so
far, the approach has found relatively
limited acceptance in a subsea context.
This article provides a review of the
technology, outlines some of the limi-
tations, and discusses some of the
attractive opportunities for applying
DOFS in the marine environment.
Technology of
Distributed Sensing
DOFS systems consist of a sensing
ﬁber cable and an interrogation sys-
tem. The sensing ﬁber is usually an
optical ﬁber of the type used for
long-distance telecommunications or
local area networks. Therefore, sensing
can be performed on unmodiﬁed ﬁbers
that were initially installed speciﬁcally
for telemetry or telecommunications,
on spare wavelength channels, or even
on spare ﬁbers within an existing cable.
Sensing ﬁbers sometimes deviate from
such conventional designs in harsh
environments. For example, ﬁbers
with special coatings or glass composi-
tions are required to handle elevated
temperatures. In the marine environ-
ment, the existing ﬁber cables used
for telecommunications, energy inter-
connects, and tiebacks from offshore
wind farms are usually suitable for
some distributed sensing applications.
The cable structure is critical in
distributed sensing. The ﬁber must
be protected from mechanical and
chemical damage and yet transfer the
measurands from the external environ-
ment to the sensing ﬁber with minimal
distortion. In the case of temperature
sensing, the design of the cable is rela-
tively straightforward in that the tem-
perature at the ﬁber usually follows
that on the outside faithfully and
rapidly. In the case of strain measure-
ments, the cable has the additional
function of a transducer and its design
affects the calibration of the sensors.
The design of the cable becomes even
more complex when it comes to trans-
ferring external pressure to the ﬁber
while maintaining mechanical and
chemical protection. For chemical
sensing, the cabling problem is yet
more challenging and has been solved
in only very benign physical conditions.
The interrogation system is the set
of optics, electronics, and embedded
software that probes the sensing ﬁber
and converts the returning, modulated
light into a digital data stream that de-
scribes the state of the measurand(s)
along the ﬁber.
Interactions Between Measurands
and the Light Traveling in an
Optical Fiber
Optical ﬁber communication
systems are known for their ability to
operate in harsh conditions, and the
transmission formats and error correc-
tion codes make them insensitive, in
their primary role, to environmental
effects (e.g., temperature, strain
electromagnetic interference). None-
theless, a large body of research has
demonstrated that, by interrogating
the ﬁber appropriately, the effects of
external conditions on many of the
properties (e.g., intensity, phase, tran-
sit time, polarization) of the light that
is transmitted can be exploited for
sensing (Hartog, 2017).
Light scattering is central to the
operation of distributed sensors, in
providing the return signal and the
sensitivity to the main measurands.
Scattering is caused by very small-
scale, naturally occurring ﬂuctuations
of the refractive index of the glass
forming the ﬁber.
The highest proportion of the scat-
tering (Rayleigh scattering) is caused
by static inhomogeneities, which arise
from ﬂuctuations of density or compo-
sition of the glass. These inhomogene-
ities are thermodynamically induced
during the high-temperature drawing
of the ﬁber, when the material is still
ﬂuid and frozen in as the ﬁber cools.
They appear on a distance scale much
smaller than a wavelength of the inci-
dent light. The static nature of this
type of inhomogeneity results in no
exchange of energy between the glass
and the incident light during the opti-
cal interaction, and so the frequency
of the incident light is preserved in
the process; that is, this is an elastic
process.
Other inhomogeneities are dy-
namic, caused by thermally generated
acoustic waves in the ﬁber. Very high-
frequency acoustic vibrations (at c.
13 THz in silica) occur in the mole-
cular bonds between the atoms form-
ing the glass; their energy quanta are
known as optical phonons. Raman
scattering is an interaction between
the incident light and these molecular
vibrations; it results in an exchange of
energy between the glass and the inci-
dent light in which the scattered pho-
ton loses energy equal to one phonon
(Stokes Raman scattering) or gains that
amount of energy (anti-Stokes Raman
scattering), and so this process is in-
elastic. The anti-Stokes process re-
quires energy to be transferred from
the glass to the scattered light, and so
it is strongly dependent on the temper-
ature of the ﬁber at the point where the
scattering occurs; in contrast, the tem-
perature sensitivity of the Raman Stokes
process is far lower (see Figure 1).
Brillouin scattering is another type
of optical interaction with thermal
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acoustic waves that is also inelastic. In
this case, the frequency of the acoustic
waves is much lower (c. 11 GHz for an
incident wavelength of 1,550 nm)
than for Raman scattering, and the
relevant phonons are known as acous-
tic phonons. Brillouin scattering
occurs between the incident light and
those acoustic waves that have the
same acoustic wavelength as the optical
wavelength of the incident light.
Again, the scattered light can be up-
shifted in frequency (anti-Stokes
scattering) or downshifted (Stokes) in
the interaction. As shown in Figure 1,
the intensity of the Brillouin spectra
lines, as well as their frequency shift
from the incident light, depends on
temperature (lower right-hand dia-
gram) and strain (upper right-hand
diagram).
Thus, both Raman and Brillouin
scattering processes result in new
features appearing in the frequency
spectrum of the scattered light. The
analysis of this spectrum therefore
allows several distinct physical effects
to be resolved independently, and
this forms the basis of most DOFS.
The relative wavelengths and signal
strengths of the backscattered light in
typical optical ﬁbers are illustrated in
Figure 1.
Distance Resolution
The entire purpose of distributed
optical ﬁber sensing is to provide an
estimate of the value of the measurand
as a continuous function of distance.
Fundamental to the operation of
DOFS is therefore a mechanism for
resolving distance along the ﬁber. In
almost all cases, it is the two-way
transit time from the interrogator to
the resolved location and back that
provides distance discrimination.
Thus, the measurement is conducted
in a reﬂectometric conﬁguration, sim-
ilar to radar, sonar, or ultrasonics, but
operating in this case in the 1-D con-
ﬁnes of the optical waveguide. [Note
that methods that use the difference
in forward propagation time between
different modes in a ﬁber have also
been explored (Gusmeroli et al.,
1989) but not commercialized proba-
bly owing to the far more challenging
time requirements (three to four orders
of magnitude) and their resulting infe-
rior performance. There are, however,
some examples of their use in the con-
text of this article, for example, Dai
et al. (2008)].
In most distributed sensors, the
distance resolution is achieved through
time-domain reﬂectometry: a probe
pulse is launched into the ﬁber, and
the optical signal that is returned to
the interrogator is light that has been
scattered, recaptured by the waveguide
in the return direction, and guided
back to the launching end.
Optical time-domain reﬂectometry
(OTDR) is a technique carried over
from telecommunication practices
(Barnoski & Jensen, 1976), where it
is commonly used for checking the
installation of new ﬁber cables andmon-
itoring the state of installed links. It has
been adapted for sensing by studying the
signals returned from the ﬁber, and
particularly their optical spectra, in far
more detail than is required for the
purposes of verifying the performance
of optical communication circuits.
Distance z along the ﬁber is
encoded into time t on the returning
signal through the relation z(t) = c ⋅
t / (2Ng), where c is the speed of light
in vacuum and Ng is the group refrac-
tive index for the sensing ﬁber at the
operating wavelength. At 1,550 nm,
Ng is typically 1.468 in a single-mode
ﬁber, and this results in a delay of
about 10 ns in the two-way transit
time for each metre of sensing ﬁber.
The essential functional blocks in
an OTDR (Figure 2) are a pulsed
FIGURE 1
Schematic illustration of the spectra of the backscattered light in typical optical ﬁber for 1,550-nm
(192.4 THz) illumination and their sensitivity to temperature. (Left) Broad frequency range encom-
passing all the spectral bands of interest. (Right) Expanded view showing the relationship between
the Brillouin backscatter and the Rayleigh backscatter that returns at the same wavelength as the
incident light. Lower right diagram applies to zero strain for two different values of temperature, and
the diagram above it applies to 22°C for zero and 0.1% strain. Adapted from Hartog (2017).
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laser source, a device for separating
forward- and backward-traveling
light, a receiver to convert the back-
scatter signal into an electrical voltage,
and a data acquisition unit. In tele-
communication applications, the
source has low coherence (typically
a relative bandwidth of 1–2%, i.e.,
10–30 nm), and the signal takes the
appearance of the black sloping line
in Figure 2, which includes spikes
caused by reﬂections and drops in sig-
nal power at localized loss points; its
slope is indicative of the attenuation
of the ﬁber. In distributed sensors, a
frequency selection function is also
used to choose the spectral compo-
nents that are passed to the receiver.
Although the signal returning to
the interrogator is continuous, it is
invariably converted to a stream of dig-
itized values and the sampling rate of
the analog-to-digital converter deter-
mines the spatial separation of adjacent
samples. This is one of the limitations
on the spatial resolution of the system,
another being the bandwidth of the
probe signal (in usual cases, the recip-
rocal of the pulse duration) or that of
the physical process generating the par-
ticular part of the scattered light used
in the measurement.
Spread-spectrum methods, such as
frequency-modulated, continuous-
wave encoding or pseudorandom cod-
ing, borrowed from the ﬁeld of radar,
are also able to provide distance resolu-
tion based on two-way transit time and
have been employed in distributed
sensing (Glombitza, 1998; Park et al.,
2006).
The techniques described here that
are based on reﬂectometry differ from
the recent article on earthquake detec-
tion using existing telecommunica-
tions cables (Marra et al., 2018), in
which the optical ﬁber is looped back
at the remote end and the signal is re-
turned on a second ﬁber. In the case of
the work of Marra et al. (2018), the
signal that is measured is the integral
of the dynamic strain over the entire
ﬁber propagation path. This makes
for a very sensitive measurement, but
one that is not location resolved, unless
multiple such measurements are avail-
able over diverse paths and can be
triangulated for a location of the epi-
center of the quake. It should also be
noted that distributed vibration sen-
sors, when connected to ﬁbers that
are straight, are insensitive to waves ar-
riving perpendicularly to the ﬁber
(Dean et al., 2015; Hartog, 2017).
The sensitivity that is detected arises
from the wave components that are
parallel to the ﬁber, and this applies
also the work of Marra et al. (2018).
Thus, signals that are detected most
likely originate from the curvature of
the wave fronts of the seismic signals
or from deviations of the sensing
cable from a perfect straight line.
Sensitivity to Measurands
Collecting the light backscattered
from a probe pulse provides informa-
tion on the integrity of the optical
transmission line, but it is not, in itself,
useful for sensing. The sensitivity of
distributed sensors to speciﬁc measur-
ands arises from a more detailed use of
the spectrum of the backscattered
light. As discussed in the section on
“Issues of Performance: Limitations,”
three types of scattering (Raman,
Brillouin, and Rayleigh) are commonly
used in distributed sensors to extract
the information of interest from the
backscattered light spectrum.
Raman-based distributed tempera-
ture sensors select the anti-Stokes
Raman scattering; its intensity as a
function of distance along the ﬁber is
a proxy for local temperature (Dakin,
1984). Usually, a less temperature-
sensitive spectral line (Raman Stokes
[Dakin, 1984] or Rayleigh [Hartog
et al., 1985] wavelength) is also
captured to provide a reference to
FIGURE 2
Schematic diagram of an optical time-domain reﬂectometer and typical signals measured as a
function of distance along the ﬁber. Black curve: with an incoherent source; blue curve: with a
coherent source. Adapted from Hartog (2017).
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compensate for propagation losses in
the path to and from each sensing
point. The ratio of the anti-Stokes
Raman and reference signals is used
to calculate the temperature distribu-
tion. The Raman ratio derives funda-
mentally from the thermal excitation
of molecular bonds in the material,
from which the ﬁber is made, and it
is therefore an absolute measure of
the temperature of the core of the
ﬁber at the point at which the scatter-
ing occurs. In practice, further com-
pensation for the loss distribution
along the sensing ﬁber and in the op-
tics within the interrogator is required
(Bolognini & Hartog, 2013; Hartog,
2017). Over short distances and
limited time differences, the referenc-
ing to an anti-Stokes Raman back-
scatter trace acquired with a known
temperature proﬁle can be used for
temperature compensation of other
measurements that suffer from cross-
sensitivity to temperature (Belal et al.,
2010).
Raman distributed sensing tech-
nology is very well established with
many thousands of installations in
applications, from ﬁre detection in
tunnels, through the dynamic thermal
rating of energy cables, to the determi-
nation of the ﬂow proﬁle in hydro-
carbon wells (Bolognini & Hartog,
2013; Hartog, 2017). Systems vary in
sophistication from relatively low-cost
units able to monitor a few kilometers
of sensing ﬁber with a resolution of
order 2 m (and a few tenths of 1 K)
to more advanced systems able to
resolve 1 m or better over 10 km at a
resolution of order 0.01 K as well as
systems optimized for the long dis-
tances (30–50 km) required for moni-
toring subsea energy cables and ﬂow
lines.
Brillouin scattering is a far richer
process for sensing than Raman scat-
tering. First, it is a very narrow-band
process (of order 20-MHz linewidth),
and this, combined with the closer
spacing between the incident light
and the scattered light, simpliﬁes the
loss compensation problem in long-
range systems based on the intensity
of the backscattered light. Second,
the frequency shift (νB) between inci-
dent and scattered light is itself sensi-
tive to temperature and strain, and
this provides an independent measure-
ment that allows temperature and
strain to be extracted from measure-
ments of intensity and νB (Belal &
Newson, 2012). Subject to prior cali-
bration and separation of strain from
temperature, νB is a measure of abso-
lute temperature at the point of scatter-
ing. Finally, the fact that the Brillouin
scattering spectrum is very narrow
allows optical ampliﬁcation techniques
to be used to extend the sensing range
while adding only acceptable levels of
noise to the signal of interest.
The most important characteristic
of Brillouin scattering is that it can
readily be used in a stimulated mode
in which two counterpropagating
waves interact if their frequency differ-
ence is exactly equal to νB. Stimulated
Brillouin scattering is a three-wave
process involving the two incident
light waves and a stimulated acoustic
wave. Control of the two incident
waves has allowed researchers to dem-
onstrate remarkable features such as
extremely ﬁne spatial resolution (a
few millimeters) and very fast update
times (of order 10 ms) (Hotate,
2013; Motil et al., 2016) and, in
some cases, apply them to practical
problems (Imai et al., 2010; Kumagai
et al., 2013). A related technique
allows single, addressable points to be
interrogated on a microsecond update
time scale over short ranges (Mizuno
et al., 2016).
We conclude this brief description
of the main distributed sensing tech-
niques with systems that measure rap-
idly changing, that is, dynamic, strain.
Under broadband illumination, the
Rayleigh backscatter signal is simply a
measure of the probe power along the
ﬁber and how effectively scattered light
is captured by the waveguide in the re-
turn direction (Figure 2, black line).
However, with narrowband illumina-
tion (where the native source band-
width is far narrower than the inverse
pulse duration; i.e., the coherence
time of the source is much longer
than the duration of the probe pulses),
the backscatter signal acquires a
completely different character (blue
line in the lower part of Figure 2).
In this case, the light returned from
each resolvable section of ﬁber (δ z = c ⋅
τ / (2Ng), where τ is the pulse dura-
tion) is the coherent summation of
the electric ﬁelds reradiated from
each of the myriad of scatterers within
δ z. The relative phase of each of these
re-emitters is therefore critical to the
amplitude and phase of the optical
wave arriving at the detector. Each
section δ z of ﬁber is thus functionally
equivalent to a multipath interferome-
ter, and minute changes in the relative
locations of the scatterers can radically
change the returned signal. Coherent
Rayleigh backscatter is thus a very sen-
sitive indicator of strain, with modern
sensors resolving extensions of order
1 nm over distances of a few meters.
Changes of local temperature, which
alter primarily the refractive index of
the sensing ﬁber, are also able to mod-
ulate the backscatter signal.
In coherent Rayleigh backscatter,
the phase of the backscattered light,
as well as its amplitude, is modulated
by the measurand. The coherent
Rayleigh backscatter signal is random
(determined by the randomdispositions
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of the scattering elements within each
resolvable section) but stable if the
ﬁber condition is itself stable and the
frequency of the probe source is also
constant. One is therefore exploiting
dynamic changes of this random sig-
nal. The transfer function from strain
to amplitude is itself random and non-
linear; nonetheless, these effects are
commonly used in applications such
as intrusion detection where the
threats can be classiﬁed despite the
nature of the sensor response.
In applications where signal ﬁdelity
is important, it is usual to determine
strain from the phase change differen-
tiated over a deﬁned ﬁber interval
known as the gauge length, wherein
the differential phase varies relatively
linearly with strain (Hartog & Kader,
2012). A number of different tech-
niques have been devised based on
this approach to achieve a distributed
vibration sensor. Such a sensor not
only returns the spatial existence of a
disturbance but also quantiﬁes the
time-varying magnitude of the strain
at each location along the ﬁber
(Hartog, 2017; Hartog & Kader,
2012; Hartog & Liokumovich, 2013;
Hartog et al., 2013), an extension by
1 nm of the gauge length resulting in
~9.4 mrad of phase change.
In the differential phase measure-
ment, the measurand information that
is represented by the phase is of course
restricted to the [−π, π] range, and when
the underlying physical parameter varies
sufﬁciently that this interval is exceeded,
themeasured value simplywraps around
to remain within [−π, π]. In order to
reconstitute the true time dependence
of the measurand, it is therefore neces-
sary to unwrap the phase, a nonlinear
operation that can be performed reli-
ably (Itoh, 1982) subject to the condi-
tion that the phase varies by less than π
between successive samples.
These techniques are described as
“vibration” or “acoustic” sensing, but
they also respond to temperature very
sensitively (about 800 rad/K for a
gauge length of 10 m), and the separa-
tion of the two effects usually exploits
the fact that the temperature signals
have a much lower frequency content
compared to the acoustic signal.
The three scattering techniques,
when used together, reinforce each
other . For example, combining
Raman and Brillouin measurements
is a robust means of measuring temper-
ature and stra in independently
(Alahbabi et al., 2005b; Belal et al.,
2010). Similarly, the Brillouin tech-
nique provides static strain measure-
ments at a moderate strain resolution
(Belal & Newson, 2011; Maughan
et al., 2001) that can be complemented
by the much more sensitive dynamic
s t ra in obta ined f rom coherent
Rayleigh backscatter. Here, we use
the term “static strain measurement”
to denote the fact that the results can
be referenced to a datum for long
durations and even if the equipment
is disconnected. In contrast, a dynamic
measurement loses its reference to a
known initial state if the equipment
is turned off or disconnected. Dis-
tributed vibration sensing offers a
measurement that is three orders of
magnitude more sensitive (nanostrain
rather than microstrain), but this
measurement is dynamic only; more-
over, low-frequency measurements
(<1 Hz) are challenging owing to the
presence of a number of noise sources
with 1/f-like spectra.
A further variant of the coherent
Rayleigh backscatter technique, in
which the measurement is conducted
over a range of source frequencies, is
capabable of a static measurement,
subject to an initial calibration of
each resolvable section of the ﬁber
(Froggatt & Moore, 1998; Hartog,
2017; Koyamada et al., 2009). In the
case of Koyamada et al. (2009), a tem-
perature resolution of 0.01 K at a spa-
tial resolution of 1 m over a range of
8 km was demonstrated.
Issues of Performance:
Limitations
Nonlinear optical effects set a fun-
damental limit on the performance of
DOFS. At high optical intensities, the
ﬁber responds nonlinearly: owing to
the small size of the core (8–50 μm
in diameter), moderate (1–10 W)
light levels result in large optical
power densities, and this brings about
several undesirable effects such as stim-
ulated Brillouin and Raman scattering.
These stimulated processes build up
along the length of the sensing ﬁber re-
sulting in the transfer of available
probe power to their corresponding
Stokes lines, instead of delivering that
power to the intended locations fur-
ther along the ﬁber. This distorts any
measurements based on the spontane-
ous versions of the processes. The
refractive index itself is modiﬁed by
the presence of high optical power
densities (the Kerr effect) and results
in broadening of the spectrum of the
probe light, which degrades the mea-
surement, catastrophically in some
cases. The way in which these unde-
sired effects limit the sensor perfor-
mance depends on the physics that
are used and the type of ﬁber. For ex-
ample, the large core sizes of multi-
mode ﬁbers allow this ﬁber type to
carry an order of magnitude more
power than single-mode ﬁbers, but
their use complicates the design of
the interrogators and the interpreta-
tion of the results (Hartog, 2017).
The noise at the receiver limits the
sensitivity of the measurement, and its
fundamental lower bound is shot
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noise, which is directly related to the
number of photons that are returned
by each section of ﬁber for each probe
pulse. In most cases, the receiver itself
further degrades the signal-to-noise
ratio (SNR). In this context, it should
be appreciated that the signal returned
by distributed sensors is a small fraction
of the energy launched. In the case of
a sensor using 10-ns probe pulses (cor-
responding to δz = 1 m), the energy re-
turned by each resolvable interval is
about seven orders of magnitude
below that of the forward-traveling
probe pulse for Rayleigh backscatter;
in the case of Brillouin and Raman
scattering, the energy is further re-
duced by two and three orders of mag-
nitude, respectively. The design of
distributed sensors is therefore funda-
mentally affected by the SNR, and
many schemes have been devised to
overcome these limitations.
Long-distance (>10-km) sensors
further compound the SNR problem
with the cumulative propagation
losses, and this applies to marine appli-
cations, where long sensing paths are
expected. In addition to the progres-
sive loss of signal, long sensor lengths
impose a wide dynamic range on the
signal that can then be difﬁcult to
digitize without loss of accuracy.
Performance: Opportunities
for Enhancements
A few broad approaches have been
applied to address issues of poor SNR
and large dynamic range of the sig-
nal, for example, remote ampliﬁca-
tion, pulse coding, and specialty ﬁber
design/use. The remote optical ampli-
ﬁcation (Hartog & Wait, 2009) has
proven particularly effective in long-
range applications such as the moni-
toring of terrestrial pipeline that can
run for thousands of kilometers and
up to ~200 km between sites where
monitoring equipment can readily be
installed. For sensors operating in the
main te lecommunicat ion band
(~1,550 nm), erbium-doped ﬁber
ampliﬁers can conveniently be used
both to amplify the pump and to pre-
amplify the backscatter signal before it
travels back to the launch end. Boost-
ing the probe signal after it has decayed
allows its power to be readjusted to the
maximum allowable level (as limited
by nonlinear effects), and amplifying
the return signal remotely degrades
the SNR far less than if the same am-
pliﬁcation process were implemented
in the interrogator, because this occurs
while the signal is still relatively strong.
In one example, a system combin-
ing Brillouin reﬂectometry for temper-
ature and strain measurement and
coherent Rayleigh backscatter (for
vibration sensing) was demonstrated
over a 100-km route using discrete
rare earth element–doped ampliﬁers
sited at roughly 25-km intervals and
pumped (powered) by light carried in
separate ﬁbers (Strong et al., 2008). In
this case, the ampliﬁcation is electrically
completely passive, requiring no re-
motely sited electronics at all. Raman
ampliﬁcation, where energy is trans-
ferred from a pump wave at a some-
what shorter wavelength (1,450 nm
for a sensing wavelength of 1,550 nm),
has also been used to allow longer
sensing lengths (Alahbabi et al.,
2005a). The combination of Raman
and erbium-doped ﬁber ampliﬁers
has also been used to stretch the
range of distributed sensors, including
one example where the pump power
for the initial distributed Raman
ampliﬁcation is also used to pump a
further set of two erbium-doped ﬁber
ampliﬁers, using a single ﬁber for sens-
ing and conveying the optical power
required for ampliﬁcation (Cho et al.,
2006). It should be noted that optical
ampliﬁcation approaches are particu-
larly suited to sensors using Brillouin
and coherent Rayleigh scattering on
single-mode ﬁbers. The optical ampli-
ﬁcation of the Raman backscatter is
ineffective owing to the latter’s very
broad spectrum and the inevitably
wide noise bandwidth that would
accompany the optical gain. Similarly,
the performance of optical ampliﬁers
on typical multimode ﬁbers (with a
core diameter ≥ 50 μm) is far worse,
and in practice, in-line optical ampliﬁ-
cation is not used with multimode
distributed sensing systems.
Another route to enhancing the
backscatter signal returned to the
interrogator is pulse compression, a
technique that is well known from
radar (Richards et al., 2010) and
other reﬂectometric measurements.
The spatial resolution of a distributed
sensor is limited by the pulse duration,
so the narrower the pulse, the ﬁner the
spatial resolution. In a peak-power–
limited system, a ﬁner spatial resolu-
tion therefore implies a degraded
SNR. The backscatter signal power,
however, is proportional to pulse dura-
tion, and so there is a direct trade-off
between spatial resolution and SNR.
Pulse compression overcomes this
dilemma by increasing the duration
of the probe light without decreasing
its bandwidth. The ﬁne spatial resolu-
tion is encoded in the probe waveform;
it is buried in the backscatter signal
but can be recovered by applying a
matched ﬁlter to the detected signals.
A further constraint applies to long-
range distributed sensors, namely,
that the probe signal should not be
continuous (e.g., frequency-modulated,
continuous wave) because the strong
backscatter from the near end of the
ﬁber will swamp the weak backscatter
from the remote end, given that these
signals are present simultaneously at
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the receiver. The probe waveform
must therefore be of limited duration,
and this has led to the design of code
sets [Golay complementary codes
(Nazarathy et al., 1989) or simplex
codes (Soto et al., 2010)] that are of
ﬁnite duration and yet have the neces-
sary correlation properties to allow a
precise recovery of a signal that is
equivalent to that produced by a single
pulse, but stronger by a factor equal to
the number of pulses in the code. The
resulting improvement in the SNR is
proportional to the square root of the
code length.
Special ﬁber designs can also be
used to tackle deteriorated SNR
performance and/or dynamic range of
the sensor. The physical processes
described so far rely only on the natural
state of the glass in the optical ﬁber.
The measurements can, and usually
do, use conventional ﬁbers designed
for telecommunication systems; how-
ever, specially designed ﬁbers are used
in more challenging applications.
Thus, the coatings designed for the rel-
atively benign telecommunication
application are generally unsuited
to high temperatures, and so special-
ized coatings able to operate at up to
300°C for polymer coatings and higher
still for metallic coatings have been
devised for these cases. In the harshest
cases, a hermetic inner coating is used
to retard the ingress of hydrogen and
special glass formulations that are
more resistant to the conversion of hy-
drogen into OH bonds (which render
strong absorptions at some wave-
lengths of interest) are adopted.
In the case of Brillouin-based sen-
sors, the cross-sensitivity between tem-
perature and strain has led to research
on ﬁber designs that have markedly
different frequency sensitivity coefﬁ-
cients compared with conventional de-
signs, to allow the cause of changes in
the measured frequency to be dis-
ambiguated (Law et al., 2011; Sikali
Mamdem et al., 2014).
Another strand of research in spe-
cial ﬁbers for distributed sensing con-
cerns increasing the strength of the
backscatter return for a given probe
energy. Including dense, weak reﬂec-
tors in the ﬁber achieves that objective
without substantially increasing the
propagation losses or lowering the
threshold for nonlinear effects, because
most of the energy extracted by the
reﬂectors from the forward propagat-
ing light is coupled back into the
ﬁber (Englich & Hartog, 2016). In
contrast, the normal scattering process
redirects the lost light almost uni-
formly in all directions. The efﬁciency
in the reuse of the lost light increases
by more than a factor of 100 in this
approach, which however adds sub-
stantial cost to the sensing ﬁber. It
will therefore most likely ﬁnd applica-
tions where enhanced performance is
required in a relatively limited zone,
for example, to monitor a particular sec-
tion of a subsea asset (perhaps a mani-
fold running between a wellhead and a
separator, electrical/communication
cable or oil pipeline interacting with a
rapid-ﬂowing sediment density ﬂow,
etc.) with a higher resolution than
the remainder of the infrastructure.
Opportunities in the
Marine Environment
Oceans cover more than 70% of
the Earth’s surface. They play a critical
role in climate regulation and global
food supplies and are important foci
for the production of energy (both fossil
fuel and renewables) that impact our
day-to-day lives (Favali & Beranzoli,
2006; Ocean Studies Board, National
Research Council, 2000). These con-
nected and dynamic water masses are
changing in response to ongoing cli-
mate change, yet understanding how
local, discontinuous measurements
can be upscaled to understand an
ocean-scale response is unclear (Favali
& Beranzoli, 2006). Traditionally,
oceanographic measurements have
been made at isolated single-point
moorings and/or landers at seaﬂoor,
or using arrays of surface ﬂoats (Riser
et al., 2016). In light of a need to
understand the oceans more holis-
tically, there has been a recent up-
surge in the deployment of seaﬂoor
observatories—monitoring nodes con-
nected by cables (Delaney & Kelley,
2015; Favali & Beranzoli, 2006; Favali
et al., 2015; Kelley et al., 2014). Nodes
typically feature an array of instru-
ments to make speciﬁc measurements
of ocean properties and monitor active
processes at the seaﬂoor and within the
water column at a ﬁxed location
(Lintern & Hill, 2010). While the
primary purpose of the connecting
cables is to provide power and to trans-
mit data in real time, these links could
also be used as distributed sensing
pathways using DOFS. Therefore,
measurement along these cables, exist-
ing commercial networks, and bespoke
scientiﬁc arrays using technology such
as DOFS enables sensing of large areas
of the ocean ﬂoors in a truly distributed
manner, thus providing an exciting
opportunity to ﬁll in some key gaps
(You, 2010). This approach has obvious
synergies with scientiﬁc programs such
as the international Joint Task Force
on SMART (Science Monitoring And
Reliable Telecommunication) cables
that aim to install sensor packages at
optical repeaters on the existing global
seaﬂoor cable network to measure pres-
sure, temperature, and three-axis accel-
eration (Howe et al., 2010, 2016).
We now discuss how DOFS could
be used to address some speciﬁc
September/October 2018 Volume 52 Number 5 65
challenges in ocean science and high-
light some recent successful studies
(Table 1). We ﬁrst look at episodic
hazards that can cause signiﬁcant sea-
ﬂoor disturbance (and are therefore
likely to be detected most easily by
DOFS) and how DOFS can be used
to monitor impacts of seaﬂoor hazards
and then focus on more subtle varia-
tions in ocean conditions (including
ocean temperature and acidity) that
may be tackled by ongoing and future
developments in DOFS technology.
Monitoring Offshore Geohazards
The deep seaﬂoor can be the site of
highly dynamic processes. Natural
hazards such as earthquakes, seaﬂoor
remobilization by tropical cyclones,
slope instability (landslides) that may
trigger tsunamis, powerful avalanches
of sediment (density ﬂows known as
turbidity currents), and seaﬂoor expul-
sion of ﬂuids all pose a threat to critical
seaﬂoor infrastructure, including tele-
communication networks, oil and gas
pipelines and umbilicals, and wind
farm interarray cables, as well as to
coastal communities (Clare et al.,
2017). A growing number of studies
(many using legacy or in-service
telecommunications cables) are
demonstrating the utility of DOFS
TABLE 1
Some recent successful applications of optical ﬁber sensors to monitor a range of processes that occur on and below the seaﬂoor.
Processes Monitored Sensing Conﬁguration Location Reference
Slope failure/displacement
Slow seaﬂoor displacement Bespoke cable: strain measured over <10 km with
strain resolution < 1 μɛ
Offshore San Diego,
California
Blum et al., 2008
Slope failure Bespoke cable: stress measured over 0.5 km Onshore Yangtze
Province, China
Dai et al., 2008
Progressive ground
displacement
Bespoke cable: strain measured over tens of meters
with strain resolution > 2 μɛ
Onshore London, UK Hauswirth et al., 2014
Seismicity
Earthquake P and S wave
detection
Down-borehole deployment of bespoke cable over
~1,000 m used as an interferometer
Onshore California Blum et al., 2008
Earthquake P and S wave
detection
Bespoke cable array over 8,400 m Onshore Nevada Wang et al., 2018
Earthquake P and S wave
detection
Bespoke cable array: 160-m length Onshore Fairbanks,
Alaska
Lindsey et al., 2017
Earthquake identiﬁcation
and localization
Conventional telecommunications cable: over 15 km Onshore Reykjanes
Peninsula, Southwest
Iceland
Jousset et al., 2018
Earthquake identiﬁcation
and localization
Conventional telecommunications cable: over 79 km Offshore Central Italy Marra et al., 2018
Fluid ﬂow
Subsurface pressure and
ﬂuid movement detection
Bespoke cable: deployed as a passive hydrophone
seaﬂoor array
Offshore Sognefjord,
Norway
Goertz & Wuestefeld,
2018
Oceanographic and cryospheric processes
Lake bed temperature Conventional telecommunications cable: temperature
measured with a spatial resolution of 1 m over 30 km
with a temperature resolution of <0.1°C
Lake Geneva,
France/Switzerland
Selker et al., 2006
Tracking individual coastal
waves
Power cable linking offshore wind farm to the mainland North Wales, UK Hartog, 2017
Ice sheet displacement Down-borehole deployment of bespoke cable over
~1,000 m used as an interferometer
Ice sheet: Siple Dome,
Antarctica
Blum et al., 2008
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approaches to identify and characterize
a range of seaﬂoor hazards (Table 1).
As well as making direct measure-
ments of temperature and strain, exist-
ing telecommunications cables may be
used as passive seismic arrays. By using
existing submarine cable networks, a
signiﬁcant gap in seismic monitoring
can be addressed. Most of the Earth’s
surface is under water, yet most seismic
monitoring stations are on land. Jousset
et al. (2018) demonstrated how existing
telecommunications cables can be used
to record earthquake spectra by mea-
suring dynamic strain. Earthquake
events have also been observed on a
communications cable belonging to
Japan Agency forMarine-Earth Science
and Technology (JAMSTEC) (Kimura
et al., 2018). Field experiments using
distributed acoustic sensing along
ﬁber-optic cables in Alaska and
California found a high degree of cor-
relation with earthquake measure-
ments acquired with a conventional
seismometer and that only a minimal
degree of cable-sediment coupling is
required for P and S wave detection
(Blum et al., 2010). This demonstrated
application of ﬁber-optic cables thus
opens up many further possibilities
for indirectly measuring other active
seaﬂoor processes such as volcanic
activity, tsunamis, slope collapses, sed-
iment transport, and ﬂuid expulsion
and for detecting a wide range of seis-
mic events, in a similar manner to
recent monitoring efforts using hydro-
phones, ocean bottom seismometers,
and broadband seismic arrays (Burtin
et al., 2011; Caplan-Auerbach et al.,
2014; Clare et al., 2017; Kimura,
2017a, 2017b; Lin et al., 2010; Lindsey
et al., 2017; Sgroi et al., 2014). Clearly,
calibration will be required for each of
these processes and in a range of ocean
settings, but the potential application is
extremely promising. Other ambitious
initiatives are ongoing, such as the
use of legacy cables using Brillouin
OTDR to determine strain induced
by small-scale (mm-cm) displacements
at tectonic faults that intersect the
seaﬂoor (Gutscher et al., 2017).
These initiatives extend previous stud-
ies where standard ﬁber-optic cables
were used to measure seaﬂoor displace-
ments due to creep (Blum et al., 2008;
Gutscher et al., 2017).
Potential for Monitoring
Geohazard Impacts to
Offshore Infrastructure
Due to their fast speed (up to
20 m/s) and potential to travel over
vast areas of seaﬂoor (up to thousands
of kilometers), processes such as land-
slides and turbidity currents can be
particularly damaging for valuable
seaﬂoor infrastructure such as cables
and pipelines (Pope et al., 2017).
While few direct measurements have
been made of these processes (Azpiroz-
Zabala et al., 2017; Talling et al., 2015),
much of what we know about the
velocity and run-out distance of these
hazards comes from the documented
timing and location of sequential tele-
communications cable breaks (Burnett
& Carter, 2017; Carter et al., 2014).
As the global network of telecommuni-
cations cables transmits more than
99% of all digital data trafﬁc world-
wide (including the Internet), better
understanding the threat posed by
such processes is of global importance
(Kelley et al., 2014). Recent measure-
ments have revealed that not all of
these seaﬂoor processes will necessarily
cause a cable or pipeline to rupture,
however (Clare et al., 2017). Instead,
they may cause drag, loading, and/or
displacement on the structure (e.g.,
Dai et al., 2008). These pronounced
effects would all be recorded as local-
ized and variable strain along an optical
ﬁber; hence, DOFS sensing could pro-
vide new insights into the timing, du-
ration, magnitude, and spatial extent
of such seaﬂoor events with unprece-
dented spatial coverage (Clare et al.,
2017; Talling et al., 2015) as well as
much needed information on the in-
tegrity of the seaﬂoor structure itself
during these hazardous events and
over its engineering lifetime (20–
40 years; Hartog, 2017).
Cables are often the potential weak
points in offshore wind developments.
Fibers are commonly embedded in
electrical energy interconnectors and
in the cables transmitting the power
generated by offshore wind farms
back to land. These ﬁbers have already
been used to detect the occurrence of
damage (e.g., from ﬁshing vessels;
Hartog, 2017) using distributed strain
and/or vibration sensing. This locating
capability enables accelerated repair or
intervention. Using existing ﬁbers for
the detection of anthropogenic, natu-
ral hazards or incipient structural dam-
age is particularly attractive because it
provides the potential for an early
warning system, for example, ensuring
that buildup in strain due to repeated
impacts by hazards such as turbidity
currents does not reach a critical
threshold. In such a situation, mitiga-
tion measures (e.g., reconﬁguration of
cables on the seaﬂoor) could be taken
before a break occurs, thus minimizing
any losses in connectivity.
A distributed vibration sensor con-
nected to a subsea energy cable was
able not only to reveal the sea state
but also to track individual waves
(Hartog, 2017).
Addressing the Challenges
of Measuring Ocean-Wide
Climate Change
There is much uncertainty in how
temperatures are changing close to
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seaﬂoor due to the paucity of monitor-
ing stations globally; hence, the possi-
bility of temporally continuous and
spatially distributed measurements
using DOFS is appealing. Legacy
ﬁber-optic telecommunications cables
have been used to make measurements
of submarine processes and temperature
in Lake Geneva, where high-resolution
daily ﬂuctuations in lake-bed tempera-
ture were recorded to a resolution of
0.1°C (Selker et al., 2006). While
such lacustrine and shallow water envi-
ronments may show >1°C daily tem-
perature variations, we recognize that
similar short-term background vari-
ability in deep-sea temperature may
be at the limits of detection using
DOFS systems (10–20 mK); longer-
term (annual to decadal) changes in
ocean temperature (in the order of
0.1–0.5°C rise per decade; e.g.,
Bethoux et al., 1990; Danovaro et al.,
2004) are well within the measure-
ment capabilities of DOFS, however.
Longer-term variations are key inputs
to future climate models. Furthermore,
ephemeral processes in the deep sea
may induce much greater short-lived
temperature variability (>1°C) that is
more easily detected, such as that due
to cascading of cold, dense shelf water
(Canals et al., 2006); inﬂux of warmer
water introduced by turbidity currents
(Xu et al., 2010); or sudden seaﬂoor
emission of warmer subsurface ﬂuid
(Von Damm et al., 1995). In the case
of distributed temperature sensors,
marinized systems have been deployed
for research purposes in, for example,
subsea methane hydrate production
(Kanno et al., 2014; Sakiyama et al.,
2013) and studying the heat emitted
by mid-ocean ridges (Nishimura
et al., 1995). While some distributed
chemical sensors have been demon-
strated and developed, they are in gen-
eral suitable for benign environments
such as inside buildings. While
advances in cable-connected seaﬂoor
systems now enable high-resolution
discrete measurement of CO2 at
speciﬁc deep-sea locations (Mihaly,
2010), there is at present no truly dis-
tributed sensing capability for CO2
content or pH suitable for deployment
on the seabed. In the short term at
least, it will be necessary to rely on
discrete measurement at seaﬂoor
observatories or proxies based on the
distributed measurements of physical
quantities.
Development of Bespoke Cables
for Distributed Sensing
Notwithstanding the beneﬁts of
repurposing existing cables for sensing,
dedicated sensing cables can offer im-
proved sensitivity and discrimination
between measurands, for example,
cable designs including ﬁbers that are
strain-coupled to the cable structure
and others that are packaged in loose
tube. In this design, the temperature
and strain are measured independently
using Brillouin OTDR to interrogate
one of each type of ﬁber. The strain-
relieved ﬁbers measure only tempera-
ture, and this information is then
used in its own right and to correct
the measurements on the strain-
coupled ﬁbers that respond to temper-
ature and strain (Strong et al., 2008).
Although distributed vibration
measurements are found to respond
well to small, dynamic strains even in
loose-tube packages (Mullens et al.,
2010; Strong et al., 2009), it should
be noted that the distributed vibration
measurement is in fact a measure of
dynamic axial strain (Dean et al.,
2015, 2016). As a result, the measure-
ment is insensitive (Papp et al., 2016)
to compressional acoustic waves arriv-
ing at right angles from the ﬁber axis.
Omnidirectional cables have been
designed (Kuvshinov, 2016) and tested
(Hornman et al., 2013), in which the
ﬁber is wrapped helically around a
central former, with the ﬁber seg-
ments being exposed roughly equally
to components of the sound wave
arriving from any direction. In seismic
applications, there is also an interest in
multicomponent sensors; to this end,
cables with speciﬁc sensitivity to one
geometrical component and several
concepts have been proposed, with
some based on imposing particular pat-
terns to the ﬁber in the cable (Kragh
et al., 2012; Hartog et al., 2014),
including inertial mass (Crickmore &
Hill, 2014; Den Boer et al., 2012), or
attaching the ﬁber periodically along
the cable, allowing it to vibrate between
attachment points (Farhadiroushan
et al., 2015).
Concluding Observations
DOFS is a proven set of technol-
ogies that now allows us to make
high-resolution measurements of key
variables for both structural health
monitoring and sensing the natural
environment. A growing number of
studies and projects are proving how
powerful the technique can be in the
marine environment as passive sensor
arrays (e.g., seismicity), in measuring
the direct impact caused by dynamic
processes (e.g., turbidity currents),
and in ambient conditions (e.g., subtle
changes in temperature).
Recent strides forward in DOFS
sensing technology enable the use of
existing and legacy infrastructure (of
which there is a considerable amount
of >1 Gm), thus adding a signiﬁcant
value to already laid networks such
that we can better understand scien-
tiﬁc, societal, and industrial opportu-
nities and risks. Further technological
advances in interrogation, cabling,
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and installation methods will enhance
the capability of newly installed sys-
tems to have better performance and
a longer range and the ability to proﬁle
more measurands.
A holistic approach is required to
understand the oceans dynamic
response to global warming, quantify
the risks posed by hazards, and ensure
that critical global networks (that
supply power and communications)
continue to run safely and effectively.
The time scale and spatial range of
the processes that DOFS could con-
tribute to monitoring are mapped in
Figure 3. The ability of DOFS to
perform continuous temporally and
spatially resolved sensing across large
distances of the seaﬂoor at low power
and cost offers a new and complemen-
tary approach to traditional oceano-
graphic monitoring. Adoption of
DOFS technology provides a valuable
opportunity to ﬁll in spatially extensive
gaps between existing isolated oceano-
graphic monitoring stations, to unlock
additional potential of cabled seaﬂoor
observatory networks, and, in turn,
to deepen our understanding of the
world’s oceans.
Acknowledgments
Michael A. Clare acknowledges
funding from the Natural Environ-
ment Research Council (NERC),
including “Environmental Risks to
Infrastructure: Identifying and Filling
the Gaps” (NE/P005780/1), “New
Field-Scale Calibration of Turbidity
Current Impact Modelling” (NE/
P009190/1) , and the Nat iona l
Capability Science “Climate Linked
Atlantic Sector Science (CLASS)”
project. Lionel Carter and the wider
International Cable Protection Com-
mittee (ICPC) are thanked for their
continued support. Discussions arising
at the ICPC 2018 Annual Plenary
meeting, particularly those with
BruceHowe, provided speciﬁc inspira-
tion and motivation for aspects of this
article. Arthur H. Hartog thanks
Schlumberger for permission to
publish this article.
Corresponding Author:
Arthur H. Hartog
Worthy Photonics Ltd.,
Winchester SO21 1DZ, UK
Email: arthur.hartog@yahoo.co.uk
References
Alahbabi, M.N., Cho, Y.T., & Newson, T.P.
2005a. 150-km-range distributed tempera-
ture sensor based on coherent detection of
spontaneous Brillouin backscatter and in-line
Raman ampliﬁcation. J Opt Soc Am B. 22(6):
1321-4. https://doi.org/10.1364/JOSAB.22.
001321.
Alahbabi, M.N., Cho, Y.T., & Newson, T.P.
2005b. Simultaneous temperature and strain
measurement with combined spontaneous
Raman and Brillouin scattering. Opt Lett.
30(11):1276-8. https://doi.org/10.1364/OL.
30.001276.
Azpiroz-Zabala, M., Cartigny, M.J., Talling,
P.J., Parsons, D.R., Sumner, E.J., Clare, M.A.,
… Pope, E.L. 2017. Newly recognized tur-
bidity current structure can explain prolonged
ﬂushing of submarine canyons. Sci Adv. 3(10):
e1700200. https://doi.org/10.1126/sciadv.
1700200.
Barnoski, M.K., & Jensen, S.M. 1976. Fiber
waveguides: A novel technique for investigat-
ing attenuation characteristics. Appl Optics.
15(9):2112-5. https://doi.org/10.1364/AO.
15.002112.
Belal, M., Cho, Y.T., Ibsen, M., & Newson,
T.P. 2010. A temperature-compensated high
spatial resolution distributed strain sensor.
Meas Sci Technol. 21:015204. https://doi.org/
10.1088/0957-0233/21/1/015204.
Belal, M., & Newson, T.P. 2011. A 5 cm
spatial resolution temperature compensated
distributed strain sensor evaluated using a
temperature controlled strain rig. Opt Lett.
36(24):4728-30. https://doi.org/10.1364/
OL.36.004728.
Belal, M., & Newson, T.P. 2012. Experi-
mental examination of the variation of the
spontaneous Brillouin power and frequency
coefﬁcients under the combined inﬂuence
of temperature and strain. J Lightwave Tech-
nol. 30(8):1250-5. https://doi.org/10.1109/
JLT.2011.2169393.
Bethoux, J., Gentili, B., Raunet, J., & Tailliez,
D. 1990. Warming trend in the western Med-
iterranean deep water. Nature. 347(6294):660.
https://doi.org/10.1038/347660a0.
FIGURE 3
Space-time relationship for various processes across the range of scales in the marine environ-
ment that have been successfully monitored using DOFS, as detailed in the text and in Table 1.
Adapted from Lampitt et al. (2010).
September/October 2018 Volume 52 Number 5 69
Blum, J., Chadwell, C., Driscoll, N., &
Zumberge, M. 2010. Assessing slope stability
in the Santa Barbara Basin, California, using
seaﬂoor geodesy and CHIRP seismic data.
Geophys Res Lett. 37(13):L13308. https://
doi.org/10.1029/2010GL043293.
Blum, J.A., Nooner, S.L., & Zumberge, M.A.
2008. Recording Earth strain with optical
ﬁbers. IEEE Sens J. 8(7):1152-60. https://
doi.org/10.1109/JSEN.2008.926882.
Bolognini, G., & Hartog, A.H. 2013. Raman-
based ﬁbre sensors: Trends and applications.
Opt Fiber Technol. 19(6B):678-88. https://
doi.org/10.1016/j.yofte.2013.08.003.
Burnett, D.R., &Carter, L. 2017. International
submarine cables and biodiversity of areas
beyond national jurisdiction. Brill Research
Perspectives in the Law of the Sea. 1(2):1-72.
https://doi.org/10.1163/24519359-12340002.
Burtin, A., Cattin, R., Bollinger, L., Vergne, J.,
Steer, P., Robert, A.,… Tiberi, C. 2011.
Towards the hydrologic and bed load monitor-
ing from high-frequency seismic noise in a
braided river: The “torrent de St Pierre,” French
Alps. J Hydrol. 408(1-2):43-53. https://doi.org/
10.1016/j.jhydrol.2011.07.014.
Canals, M., Puig, P., de Madron, X. D.,
Heussner, S., Palanques, A., & Fabres, J.
2006. Flushing submarine canyons. Nature.
444(7117):354. https://doi.org/10.1038/
nature05271.
Caplan-Auerbach, J., Dziak, R., Bohnenstiehl,
D., Chadwick, W., & Lau, T.K. 2014. Hydro-
acoustic investigation of submarine landslides
at West Mata volcano, Lau Basin. Geophys Res
Lett. 41(16):5927-34. https://doi.org/10.1002/
2014GL060964.
Carter, L., Gavey, R., Talling, P.J., & Liu,
J.T. 2014. Insights into submarine geohazards
from breaks in subsea telecommunication
cables. Oceanography. 27(2):58-67. https://
doi.org/10.5670/oceanog.2014.40.
Cho, Y.-T., Lees, G.P., Hilton, G., Shu,
X.-W., Sugden, K., Strong, A.P., … Newson,
T.P. 2006. 100 km Distributed ﬁber optic
sensor based on the coherent detection of
Brillouin backscatter, with a spatial resolution
of 10 m, enhanced using two stages of remotely
pumped Erbium-doped ﬁber combined with
Raman ampliﬁcation. In: 18th International
Conference on Optical Fiber Sensors. Cancun,
Mexico: Optical Society of America. 1-55752-
817-9: ThC4. https://doi.org/10.1364/OFS.
2006.ThC4.
Clare, M., Talling, P., Cartigny, M., Dix, J.,
Belal, M., Himsworth, M.,…Whitehouse, R.
2017. Direct monitoring of active geohazards:
Emerging geophysical tools for deep-water
assessments. Near Surf Geophys. 15:417-44.
Crickmore, R.I., & Hill, D. 2014. Fibre optic
cable for acoustic/seismic sensing. Patent
US9816853B2.
Dai, Z.-Y., Liu, Y., Zhang, L.-X., Ou, Z.-H.,
Zhou, C., & Liu, Y.-Z. 2008. Landslide
monitoring based on high-resolution distrib-
uted ﬁber optic stress sensor. In: Optical Fiber
Sensors Conference, 2008. APOS’08. 1st
Asia-Paciﬁc. Chengdu, China. Piscataway,
NY, US: IEEE. https://doi.org/10.1109/
APOS.2008.5226289.
Dakin, J.P. 1984. Temperature measuring
arrangement. Patent GB2140554.
Danovaro, R., Dell’Anno, A., & Pusceddu, A.
2004. Biodiversity response to climate change
in a warm deep sea. Ecol Lett. 7(9):821-8.
https://doi.org/10.1111/j.1461-0248.2004.
00634.x.
Dean, T., Brice, T., Hartog, A.H., Kragh, E.,
Molteni, D., & O’Connell, K. 2016. Dis-
tributed vibration sensing for seismic acquisi-
tion. The Leading Edge. 35(7):600-4. https://
doi.org/10.1190/tle35070600.1.
Dean, T., Hartog, A., Papp, B., & Frignet, B.
2015. Fibre optic based vibration sensing:
Nature of the measurement. In: 3rd EAGE
Workshop on Borehole Geophysics. Houten,
The Netherlands: EAGE. https://doi.org/
10.3997/2214-4609.201412183.
Delaney, J., & Kelley, D. 2015. Next-
generation science in the ocean basins: Ex-
panding the oceanographer’s toolbox utilizing
submarine electro-optical sensor networks.
In: Seaﬂoor Observatories, eds. Favali, P.,
Beranzoli, L., & De Santis, A., 465-502.
Berlin, Germany: Springer. https://doi.org/
10.1007/978-3-642-11374-1_18.
Den Boer, J.J., Koelman, J.M.V.A., Pearce,
J.G., Franzen, A., Lumens, P.G.E., &
Joinson, D. 2012. Fiber optic cable witn
increased directional sensitivity. Patent
US9091589B2.
Denisov, A., Soto, M.A., & Thévenaz, L.
2016. Going beyond 1000000 resolved points
in a Brillouin distributed ﬁber sensor: Theoret-
ical analysis and experimental demonstration.
Light-Sci Appl. 5(5):e16074. https://doi.org/
10.1038/lsa.2016.74.
Englich, F., & Hartog, A. 2016. Fiber optic
array having densely spaced, weak reﬂectors,
US Patent App. 15/205,164.
Farhadiroushan,M., Finfer, D., Strusevich,D.,
Shatalin, S., & Parker, T. 2015. Non-isotropic
cable. Patent US9823114B2.
Favali, P., & Beranzoli, L. 2006. Seaﬂoor
observatory science: A review. Ann Geophys-
Italy. 49(2-3):515-567.
Favali, P., Beranzoli, L., & De Santis, A.
2015. Seaﬂoor Observatories: A New Vision
of the Earth From the Abyss. Berlin, Germany:
Springer Science & Business Media. https://
doi.org/10.1007/978-3-642-11374-1.
Froggatt, M.E., & Moore, J. 1998. High-
spatial-resolution distributed strain measure-
ment in optical ﬁber with Rayleigh scatter.
Appl Optics. 37(10):1735-40. https://doi.org/
10.1364/AO.37.001735.
Glombitza, U. 1998. Method for evaluating
backscattered optical signals for determining
a position-depending measuring proﬁle of a
backscattering medium. Patent EP0692705B1.
Goertz, A., & Wuestefeld, A. 2018. Real-time
passive monitoring with a ﬁbre-optic ocean
bottom array. First Break. 36(4):55-61.
Gusmeroli, V., Martinelli, M., & Vavassori, P.
1989. Quasi-distributed single-length polari-
metric sensor. Opt Lett. 14(23):1330-2. https://
doi.org/10.1364/OL.14.001330.
Gutscher, M.-A., Royer, J.-Y., Graindorge, D.,
Murphy, S., Klingelhoefer, F., Cattaneo, A.,…
70 Marine Technology Society Journal
Riccobene, G. 2017. A novel approach for
studying submarine faults: The FOCUS
project (FOCUS = Fiber Optic Cable Use
for Seaﬂoor studies of earthquake hazard
and deformation). In: AGU Fal Meeting.
NewOrleans, LA: AGU (AmericanGeophysical
Union).
Hartog, A., Martin, J.E., Donno, D., &
Papp, B. 2014. Fiber optic distributed vibra-
tion sensing with directional sensitivity. PCT
Patent appl. WO2014201313.
Hartog, A.H. 1983. A distributed tempera-
ture sensor based on liquid-core optical ﬁbers.
J Lightwave Technol. 1(3):498-509. https://
doi.org/10.1109/JLT.1983.1072146.
Hartog, A.H. 2017. An introduction to
distributed optical ﬁbre sensors. Boca Raton,
FL: CRC Press/Taylor and Francis.
Hartog, A.H., & Kader, K. 2012. Distributed
ﬁber optic sensor system with improved line-
arity. Patent US9170149B2.
Hartog, A.H., Leach, A.P., & Gold, M.P.
1985. Distributed temperature sensing in
solid-core ﬁbres. Electron Lett. 21(23):1061-2.
https://doi.org/10.1049/el:19850752.
Hartog, A.H., & Liokumovich, L.B. 2013.
Phase-sensitive coherent OTDR with
multi-frequency interrogation. GB2510999B.
Hartog, A.H., Liokumovich, L.B., & Kotov,
O.I. 2013. The optics of distributed vibration
sensing. In: EAGE - Stavanger, EAGE. Second
EAGE Workshop on Permanent Reservoir
Monitoring. https://doi.org/10.3997/2214-
4609.20131301 Houten, The Netherlands:
EAGE.
Hartog, A.H., & Wait, P.C. 2009. Optical
time-domain reﬂectometry for two segment
ﬁber optic systems having an optical am-
pliﬁer therebetween. Patent US7595865B2;
GB2416588B.
Hauswirth, D., Puzrin, A., Carrera, A.,
Standing, J., & Wan, M. 2014. Use of ﬁbre-
optic sensors for simple assessment of ground
surface displacements during tunnelling.
Geotechnique. 64(10):837-42. https://doi.org/
10.1680/geot.14.T.009.
Hornman, K., Kuvshinov, B., Zwartjes, P., &
Franzen, A. 2013. Field trial of a broadside-
sensitive distributed acoustic sensing cable for
surface seismic. In: 75th EAGE Conference &
Exhibition Incorporating SPE EUROPEC
2013. London, UK. Houten, The Netherlands:
EAGE. https://doi.org/10.3997/2214-4609.
20130383.
Hotate, K. 2013. Fiber distributed Brillouin
sensing with optical correlation domain tech-
niques. Opt Fiber Technol. 19(6):700-19.
Howe, B., Butler, R., & U. Joint Task Force.
2016. Emerging subsea networks: SMART
cable systems for science and society (abstract#
OD14A-2402). In: American Geophysical
Union, Ocean Sciences Meeting 2016.
Washington, DC: AGU (American Geo-
physical Union).
Howe, B.M., Chao, Y., Arabshahi, P., Roy, S.,
McGinnis, T., & Gray, A. 2010. A smart
sensor web for ocean observation: Fixed and
mobile platforms, integrated acoustics, satellites
and predictive modeling. IEEE J Sel Top Appl.
3(4):507-21.
Imai, M., Nakano, R., Kono, T., Ichinomiya,
T., Miura, S., & Mure, M. 2010. Crack
detection application for ﬁber reinforced con-
crete using BOCDA-based optical ﬁber strain
sensor. J Struct Eng. 136(8):1001-8.
Itoh, K. 1982. Analysis of the phase unwrapping
algorithm. Appl Optics. 21(14):2470.
Jousset, P., Reinsch, T., Ryberg, T., Blanck,H.,
Clarke, A., Aghayev, R.,… Krawczyk, C.M.
2018. Dynamic strain determination using
ﬁbre-optic cables allows imaging of seismo-
logical and structural features. Nat Commun.
9(1):2509.
Kanno, T., Takekoshi, M., Wang, X., Chee,
S.S., Fukuhara, M., Osawa, O.,… Suzuki, K.
2014. In-situ Temperature Measurement of
Gas Hydrate Dissociation during the World-
First Offshore Production Test. In: Offshore
Technology Conference. Houston, TX:
Offshore Technology Conference.
Kelley, D.S., Delaney, J.R., & Juniper, S.K.
2014. Establishing a new era of submarine
volcanic observatories: Cabling Axial Seamount
and the Endeavour Segment of the Juan de
Fuca Ridge. Mar Geol. 352:426-50. https://
doi.org/10.1016/j.margeo.2014.03.010.
Kimura, T. 2017a. Potential for real-time
earthquake monitoring using optical ﬁber
network and DAS technology. In: JpGU-AGU
Joint Meeting 2017. Tokyo, Japan: JpGU
(Japanese Geophysical Union) SCG72-P03.
Kimura, T. 2017b. Potential for real-time
tsunami monitoring using DAS technology.
In: JpGU-AGU Joint Meeting 2017. Chiba
City, Japan. Tokyo, Japan: JpGU (Japanese
Geophysical Union). HDS16-P01.
Kimura, T., Araki, E., & Yokobiki, T. 2018.
Submarine earthquake event recording while
wave monitoring using submarine optical ﬁber
cable and DAS Technology. In: Japanese
Geophysical Union Meeting 2018. Chiba,
Japan. STT50-04.
Kobs, S., Holland, D., Zagorodnov, V.,
Stern, A., & Tyler, S. 2014. Novel moni-
toring of Antarctic ice shelf basal melting
using a ﬁber-optic distributed temperature
sensing mooring. Geophys Res Lett. 41(19):
6779-86.
Koyamada, Y., Imahama, M., Kubota, K.,
& Hogari, K. 2009. Fiber-optic distributed
strain and temperature sensing with very
high measurand resolution over long range
using coherent OTDR. J Lightwave Technol.
27(9):1142-6.
Kragh, E., Muyzert, E., Robertsson, J., Miller,
D.E., & Hartog, A.H. 2012. Seismic acquisi-
tion system including a distributed sensor
having an optical ﬁbre. Patent US8924158.
Kumagai, Y., Matsuura, S., Yari, T., Saito, N.,
Hotate, K., Kishi, M., & Yoshida, M. 2013.
Fiber-optic distributed strain and temperature
sensor using BOCDA technology at high speed
and with high spatial resolution. Yokogawa
Tech Rep Eng Ed. 56(2):82.
Kuvshinov, B.N. 2016. Interaction of helically
wound ﬁbre-optic cables with plane seismic
waves. Geophys Prospect. 64(3):671-88.
Lampitt, R., Favali, P., Barnes, C., Church,M.,
Cronin, M., Hill, K.,…McPhaden, M. 2010.
September/October 2018 Volume 52 Number 5 71
In situ sustained Eulerian observatories. In:
Proceedings of the OceanObs. Venice, Italy:
ESA (European Space Agency). 9:27.
Law, P.-C., Liu, Y.-S., Croteau, A., & Dragic,
P.D. 2011. Acoustic coefﬁcients of P2O5-
doped silica ﬁber: Acoustic velocity, acoustic
attenuation, and thermo-acoustic coefﬁcient.
Opt Mater Express. 1(4):686-99.
Lin, C., Kumagai, H., Ando, M., & Shin, T.
2010. Detection of landslides and submarine
slumps using broadband seismic networks.
Geophys Res Lett. 37(22). L22309. https://
doi.org/10.1029/2010GL044685
Lindsey, N.J., Martin, E.R., Dreger, D.S.,
Freifeld, B., Cole, S., James, S.R., … Ajo-
Franklin, J.B. 2017. Fiber-optic network
observations of earthquake waveﬁelds. Geophys
Res Lett. 44(23):11792-9. https://doi.org/
10.1002/2017GL075722.
Lintern, D.G., & Hill, P.R. 2010. An under-
water laboratory at the Fraser River delta.
In: Eos, Transactions American Geophysical
Union. 91(38):333-4.
Marra, G., Clivati, C., Luckett, R., Tampellini,
A., Kronjäger, J., Wright, L., … Xuereb, A.
2018. Ultrastable laser interferometry for
earthquake detection with terrestrial and sub-
marine cables. Science. 361(6401):486-90.
https://doi.org/10.1126/science.aat4458.
Maughan, S.M., Kee, H.H., & Newson,
T.P. 2001. Simultaneous distributed ﬁbre
temperature and strain sensor using micro-
wave coherent detection of spontaneous
Brillouin backscatter. Meas Sci Technol. 12(7):
834-42.
Mihaly, S. 2010. Water Column Sampling
Capabilities of the NEPTUNECanada Regional
Cabled Observatory. In: AGU Fall Meeting
Abstracts. Washington, D.C.: AGU.
Mizuno, Y., Hayashi, N., Fukuda, H., Song,
K.Y., & Nakamura, K. 2016. Ultrahigh-speed
distributed Brillouin reﬂectometry. Light-Sci
Appl. 5:e16184.
Motil, A., Bergman, A., & Tur, M. 2016.
State of the art of Brillouin ﬁber-optic
distributed sensing. Opt Laser Technol.
78:81-103.
Mullens, S.J., Lees, G.P., & Duvivier, G.
2010. Fiber-optic distributed vibration sens-
ing provides technique for detecting sand
production. In: Offshore Technology Con-
ference. Houston, TX. OTC-20429.
Nazarathy, M., Newton, S.A., Giffard, R.P.,
Moberly, D.S., Sischka, F., Trutna, W.R., Jr.,
& Foster, S. 1989. Real-time long range
complementary correlation optical time do-
main reﬂectometer. J Lightwave Technol.
7(1):24-38.
Nishimura, K., Matsubayashi, O., Urabe, T.,
& Kinoshita, M. 1995. Development of sea-
ﬂoor thermometry system using optical ﬁber
distributed temperature sensor for study of
mid-ocean ridges. In: Proceedings of OCEANS
’95 MTS/IEEE Conference. San Diego, CA:
IEEE. https://doi.org/10.1109/OCEANS.1995.
526772.
Ocean Studies Board, National Research
Council. 2000. Illuminating the Hidden
Planet: The Future of Seaﬂoor Observatory
Science. Washington, DC: National Acade-
mies Press.
Papp, B., Donno, D., Martin, J.E., & Hartog,
A.H. 2016. A study of the geophysical response
of distributed ﬁbre optic acoustic sensors
through laboratory-scale experiments. Geophys
Prospect. 65(5):1186-204.
Park, J., Bolognini, G., Duckey, L., Pilhan, K.,
Pilki, C., Di Pasquale, F., & Park, N. 2006.
Raman-based distributed temperature
sensor with simplex coding and link optimi-
zation. IEEE Photonic Tech L. 18(17):
1879-81.
Pope, E.L., Talling, P.J., Carter, L., Clare,
M.A., &Hunt, J.E. 2017. Damaging sediment
density ﬂows triggered by tropical cyclones.
Earth Planet Sc Lett. 458:161-9.
Richards, M.A., Scheer, J.A., & Holm, W.A.
2010. Principles of Modern Radar. Raleigh,
NC: Scitech Publishing.
Riser, S.C., Freeland, H.J., Roemmich, D.,
Wijffels, S., Troisi, A., Belbéoch, M., …
Thresher, A. 2016. Fifteen years of ocean
observations with the global Argo array. Nat
Clim Change. 6(2):145.
Routley, N. 2017. MAPPED: The world’s
network of undersea cables. Available at: http://
uk.businessinsider.com/map-the-worlds-
network-of-undersea-cables-2017-8?r=US&
IR=T (accessed 24 April 2018).
Sakiyama, N., Fujii, K., Pimenov, V., Parshin,
A., Yamamoto, K., &Wright, J.F. 2013. Fluid-
level monitoring using a distributed tempera-
ture sensing system during a methane hydrate
production test. In: International Petroleum
Technology Conference, pp. 16769. Beijing,
China: IPTC.
Selker, J.S., Thevenaz, L., Huwald, H.,Mallet,
A., Luxemburg, W., van de Giesen, N.,…
Parlange, M.B. 2006. Distributed ﬁber-optic
temperature sensing for hydrologic systems.
Water Resour Res. 42:W12202.
Sgroi, T.,Monna, S., Embriaco, D., Giovanetti,
G., Marinaro, G., & Favali, P. 2014. Geohazards
in the western Ionian Sea: Insights from non-
earthquake signals recorded by the NEMO-SN1
seaﬂoor observatory. Oceanography. 27(2):
154-66.
Sikali Mamdem, Y., Taillade, F., Jaouën, Y.,
Gabet, R., Moreau, G., Faustov, A., …
Delepine-Lesoille, S. 2014. Al-doped optical
ﬁber to enhance strain sensitivity of Brillouin
based optical ﬁber sensors. In: 23rd Inter-
national Conference on Optical Fibre Sensors.
Santander, Spain: SPIE. 9157:30-4.
Soto, M.A., Bolognini, G., Pasquale, F.D.,
& Thévenaz, L. 2010. Simplex-coded
BOTDA ﬁber sensor with 1 m spatial
resolution over a 50 km range. Opt Lett.
35(2):259-61.
Striegl, A.M., & Loheide, S.P., II 2012.Heated
distributed temperature sensing for ﬁeld scale
soil moisture monitoring. Groundwater. 50(3):
340-7.
Strong, A. P., Sanderson, N., Lees, G.,
Hartog, A., Twohig, R., Kader, K., …
Khlybov, A. 2008. A comprehensive dis-
tributed pipeline condition monitoring sys-
tem and its ﬁeld trial. In: 7th International
Pipeline Conference, 26th September–3rd
October 2008. Calgary, Canada: IPC2008-
64549. International Pipeline Co. Calgary,
Alberta, Canada.
72 Marine Technology Society Journal
Strong, A. P., Sanderson, N., Lees, G., Hartog,
A., Twohig, R., Kader, K.,… Khlybov, A.
2009. An integrated system for pipeline con-
dition monitoring and pig tracking. J Pipeline
Eng. 8(2).
Talling, P.J., Allin, J., Armitage, D.A.,
Arnott, R.W., Cartigny, M.J., Clare, M.A.,…
Hansen, E. 2015. Key future directions for
research on turbidity currents and their deposits.
J Sediment Res. 85(2):153-69.
Tyler, S.W., Burak, S.A., McNamara, J.P.,
Lamontagne, A., Selker, J.S., & Dozier, J.
2008. Spatially distributed temperatures at the
base of twomountain snowpacks measured with
ﬁber-optic sensors. J Glaciol. 54(187):673-9.
Von Damm, K., Oosting, S., Kozlowski, R.,
Buttermore, L., Colodner, D., Edmonds, H.,
… Grebmeier, J. 1995. Evolution of East
Paciﬁc Rise hydrothermal vent ﬂuids following
a volcanic eruption. Nature. 375(6526):47.
Wang, H.F., Zeng, X.,Miller, D.E., Fratta, D.,
Feigl, K.L., Thurber, C.H., & Mellors, R.J.
2018. Ground motion response to an ML 4.3
earthquake using co-located distributed acoustic
sensing and seismometer arrays. Geophys J Int.
213(3):2020-36.
Xu, J., Swarzenski, P.W., Noble, M., & Li,
A.-C. 2010. Event-driven sediment ﬂux in
Hueneme and Mugu submarine canyons,
southern California. Mar Geol. 269(1-2):
74-88.
You, Y. 2010. Harnessing telecoms cables for
science. Nature. 466(7307):690.
September/October 2018 Volume 52 Number 5 73
